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1. Introduction 

GHD Limited (GHD) was retained by Leahy Excavation Inc. (the Client) to complete an aggregate resource 
assessment for the proposed pit located on Part 3, Concession 9 Douro, County Road 4, in Peterborough, Ontario 
(herein referred to as “the Site”).  The Site location map is presented as Figure 1 in this report. The following report 
details the findings, through both field and laboratory analysis, for this project. The investigation was completed to 
determine the characteristics and viability of the native soils for continued use as a commercial aggregate source. 

2. Purpose and Scope 

The purpose of the study was to determine the characteristics and viability of the native soil for consideration for 
granular production.   

The scope of the project included: 

– Field investigation conducted by a GHD field technician.  Testing locations were spaced out to provide 
representative data for the remaining soil deposits to be pit mined.   

– Subsurface conditions were explored by excavation of test pits using on-site excavation equipment, supplied by 
the Client.  A total of nine (9) test pits were excavated to depths ranging from 1.6 to 4.6 metres below ground 
surface (mbgs). The 4.6 m depth represents the maximum depth that could be obtained with the excavation 
equipment. 

– The ground at the test pits was reinstated as close as possible to its original condition upon completion of the 
fieldwork. 

– Laboratory analysis of sampled material to determine the properties of the soil for granular production 

– Geotechnical engineering analysis of the acquired field and laboratory data, and the preparation of a factual 
report outlining our findings and recommendations. 

3. Background Information 

It is understood that historically the Site was used as a wayside pit for construction of County Road 4 in the early to 
mid-1900’s. The original owners conducted a high-grading operation stripping the land of all viable aggregates 
immediately to support the construction of County Road 4. The Client was not the original owner of the pit.  

Currently, the Site is used to receive topsoil and other soils excavated from construction projects as well as asphalt 
and concrete material. The topsoil is stockpiled, screened, and reused offsite. Granular materials are stockpiled, 
screened, and reused offsite or where the fines content are excessive are used onsite for rehabilitating the slopes of 
the wayside pit area. Non-granular materials, generally described as higher in silt and clay content, are used for 
rehabilitating the wayside pit area. Asphalt and concrete are crushed and sorted into piles and sold as recycled 
aggregate material. 

GHD previously completed a Hydrogeological Assessment for the Site, and the report dated October 5, 2023, was 
used to support the recommendations in this report. The investigative locations and borehole records from the 
Hydrogeological Assessment have been included in Appendix A which demonstrates the shallow bedrock in the north 
area of the Site. 
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4. Field and Laboratory Procedures 

A field investigation was conducted under the supervision of GHD staff on September 9, 2024.  The work consisted of 
subsurface exploration by means of test pit excavation, logging, and sampling of nine (9) test pits identified as test pits 
TP-A to TP-I as shown on Figure 2.  Test pits were excavated to depths ranging from 1.6 to 4.6 mbgs.  A detailed log 
of each test pit was maintained, and representative samples of the materials encountered in the test pits were 
obtained. The detailed results of the examination are recorded on the test pit records in Appendix B. 

Representative, disturbed samples of the soils encountered were obtained using an OPSS approved sampling shovel 
and sampled from the spoil pile of the excavation.  Observations of the soil characteristics were noted and logged as 
per the Unified Soil Classification System (ASTM D2488).  Groundwater observations were taken from the open test 
pits.  The groundwater data is presented on the individual logs, which are attached as Appendix B. 

All test pits were backfilled, and the ground was reinstated as close as possible to its original condition upon 
completion of the fieldwork.  All soil samples were sealed in clean plastic bags and transported to the GHD laboratory 
for further visual-tactile examination, and to select appropriate samples for laboratory analyses. 

Geotechnical laboratory testing was completed in accordance with the latest editions of the ASTM standards.  The 
geotechnical laboratory testing consisted of moisture content tests on recovered soil samples as well as grain size 
distribution analyses (sieve and hydrometer testing) on seven (7) selected soil samples. 

The results of the moisture content and grain size distribution analysis are recorded at their corresponding depths on 
the individual test pit records provided in Appendix B.  The associated laboratory test results are provided in 
Appendix C.  The soil testing program and soil classification conformed to the latest edition of the following standards: 

ASTM D2216 Standard Test Methods for Laboratory Determination of Water (Moisture) Content of Soil and 
Rock by Mass Scope 

ASTM D6913 Standard Test Method for Particle Size Distribution (Gradation) of Soils using Sieve Analysis 

MTO LS-702 Standard Test Method for Particle Size Analysis of Soils (Hydrometer Analysis) 

ASTM D2487 Standard Practice for Classification of Soils for Engineering Purposes (Unified Soil Classification 
System-USCS) 

5. Surface Conditions 

The proposed pit is located on Part 3, Concession 9 Douro, County Road 4, in Peterborough, Ontario. Site is irregular 
in shape covering an area of approximately 35.7 hectares (88.2 acres). There is variable relief in the topography 
ranging by 5 metres generally sloping towards the creek and tributary and generally in a south-westerly direction. 
Locally, the site is within a drumlin feature, a drumlinized till plain and an esker.  

6. Subsurface Conditions 

Details of the subsurface conditions encountered at the site are presented graphically on the test pit logs (see 
Appendix B).  Following is a summarized account of the subsurface conditions encountered in the test pits. 

The test pits conducted within the Site generally encountered a surficial layer of topsoil over the various layers of other 
soil types.  Due to the size of the property, the investigation focused on identifying the features that would yield the 
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most suitable product for granular production.  The following is a summary of the subsurface conditions encountered 
during the test pit excavations. 

6.1 Topsoil 
A surficial topsoil layer was encountered in all test pits except for test pit TP-I.  This layer was predominately a mixture 
of topsoil and loam with rootlets and organics.  The topsoil/loam layer was measured and ranged in thickness from 0.2 
to 0.3 m.  The topsoil/loam was observed to be in a moist, very loose state.  Due to the high silt content and high 
organic presence with rootlets, this soil is unsuitable for use as granular fill and devoid of any structural engineering 
properties. 

6.2 Sandy Silt / Silty Sand 
Most of the site contains a deposit of sandy silt to silty sand.  The sandy silt / silty sand generally appeared to be light 
brown to dark brown and typically consisted of varying amounts of gravel, sand, and silt with occasional cobbles.  The 
native sandy silt / silty sand appeared to exist in a compact to dense in-situ state of relative density. 

Due to the composition of the sandy silt / silty sand, the soil has no potential value for granular production.  Based on 
the laboratory results, the native sandy silt / silty sand is too fine in nature to produce any of the desired granular 
products. 

6.3 Silt 
A layer of silt material was encountered in Test Pit TP-G within the south area of the esker at the Site. This material 
was encountered immediately beneath the surficial topsoil and extended to the termination depth of the test pit (2.3 
mbgs). The silt generally appeared to be brown to grey and consisted of some sand and clay, trace amounts of gravel, 
and occasional cobbles. 

Due to the composition of the silt material, the soil has no potential value for granular production. The native silt is too 
fine in nature to produce any of the desired granular products. 

6.4 Sand and Gravel 
This soil type was found mainly in the southeast / south portion of the esker and is catalogued in Test Pits TP-E, TP-F, 
and TP-H, as shown on Figure 3.  The sand and gravel material were initially encountered at depths ranging between 
approximately 0.7 mbgs to 1.2 mbgs and extended to depths of approximately 3.8 mbgs to 4.6 mbgs (termination 
depths of the test pits). The esker in this area was composed of interbedded sand and gravel with cobbles containing 
trace amounts of fines (hereafter referred to as the sand and gravel esker deposits).  The sand and gravel appeared to 
exist in a compact to dense in-situ state of relative density. 

Based on the laboratory results, combined with visual-tactile examination of the soils, the sand and gravel deposits are 
expected to be suitable for all types of granular production.  More discussion about the potential for granular 
production is outlined in Section 6. 

6.5 Sandy Silt Till 
This soil type was found in the northern end of the esker (near the existing gravel entranceway) and is catalogued in 
Test Pits TP-C and TP-D.  This sandy silt till was encountered initially at depths ranging between approximately 0.6 
mbgs to 0.9 mbgs and extended to a depth of 2.1 mbgs. The till material was generally light brown to grey and 
predominantly consisted of sand and silt with some gravel. The sandy silt till material appeared to exist in a compact to 
dense in-situ state of relative density. 
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Due to the composition of the sandy silt till material, the soil has no potential value for granular production. The till is 
too fine in nature to produce any of the desired granular products. 

7. Discussion and Recommendations 

7.1 General 
Supporting data on which our recommendations are based have been presented in the foregoing sections of this 
report.  The following recommendations are governed by the physical properties of the subsurface materials that were 
encountered at the Site and assume that they are representative of the overall site conditions. 

In general, the sand and gravel esker deposits are the only soil type encountered that are suitable for all types of 
granular production.  As previously stated, the fine, silty sand/sandy silt, and till deposits are not suitable for granular 
production. 

Through the focus of the investigation, it was concluded that the only suitable materials were contained within the 
southeast / south portion of the eskers on the site.  Based on the Hydrogeological Assessment, monitoring well MW5-
22 is slightly southeast to the area where the suitable materials were encountered with a static water level elevation 
ranging between 207.3 m to 206.0 m. It should be noted that the extraction of materials must be at least 1 m above 
the water table.  

7.2 Site Preparation 
The site contains topsoil overburden in all areas of the property.  This topsoil/loam layer needs to be stripped from all 
areas that are to be mined for granular production.  The high silt content and rootlets found in this layer are unsuitable 
for granular production. 

7.3 Granular Production 
Purely for quick analysis, all lab results attached in Appendix C have compared the soil samples to Granular ‘B’ Type 
I.   

Based upon the lab results, the sand and gravel esker deposits (Samples AG-24-242, AG-24-243, and AG-24-244) 
are suitable for all types of granular production, considering the specific crushing and screening requirements for the 
various granulars.  Granular ‘A’ and Granular ‘B’ Type I have a maximum limit of 8% silt content.  Sieve results for the 
sand and gravel deposits indicate silt contents below the threshold for all requested granular types.  There is a high 
amount of gravel and cobble particles larger than 26.5 mm (approximately 20 – 32 % of the soil by weight) suitable for 
crushing for Granular ‘A’ production.  Based on the three (3) lab results tested of the sand and gravel deposit, the 
material is suitable for Granular ‘B’ production as it meets the OPS Specifications.  

Based upon the grain size results, the other deposits encountered in this investigation were too fine in nature to 
produce any of the desired granulars (approximately 17 – 83% of the soil by weight), exceeding the maximum limit of 
8% silt content. 

7.4 Pit Limitations 
The sand and gravel band encountered and discussed in Section 7.3 is estimated to be approximately 3% of the 
property by volume of overburden material. Based on the subsurface information obtained from Test Pits TP-E, TP-F, 
and TP-H, the suitable material for granular production was encountered at depths ranging from 0.7 to 1.2 mbgs. The 
limit of excavation based on 1 m above the elevation of the water table in the general area is approximately 207.0 m. 
The estimated elevations of the ground surface at the three (3) test pits range between 210.0 m to 208.0 m. Therefore, 
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the maximum total depth of material that can be excavated is 0.3 to 1.8 m. Figure 4 illustrates a profile of the suitable 
granular material at the location encountered. 

Based on the overburden and water table restrictions and the estimated volume of suitable material, the production of 
enough granular material may not be profitable for the Client. 

8. Statement of Limitations 

The report is intended for the guidance of Leahy Excavations Inc.  From a development standpoint, the owner must 
make their own assessments of the groundwater and aggregate source at the site and how these would best fill their 
needs given their proposed extraction methods, techniques and schedules.  GHD’s responsibility is limited to 
interpreting accurately the information encountered at the test holes. 

The conclusions and recommendations in this report are based on information determined at the test hole locations 
and on geological data of a general nature, which may be available for the area investigated.  Soil and groundwater 
conditions between and beyond the test holes may differ from those encountered at the test hole locations and 
conditions may become apparent during mining, which could not be detected or anticipated at the time of the 
investigation. 

This report is applicable only to the project described in the introduction.  This report has been prepared for the sole 
use of Leahy Excavations Inc.  Any use which a third party makes of this report, or any reliance on or decisions to be 
made based on it, are the responsibility of such third parties.  GHD accepts no responsibility for damages, if any, 
suffered by any third party as a result of decisions made or actions based on this report. 

 

All of Which is Respectfully Submitted, 

GHD 

 

 

 

 

Michael Nieukirk, P. Eng.     Adam Bonner, C.E.T., HBSc. 

 

 

 

 

Andy Fawcett, P. Eng. 



 

GHD | Leahy Excavations Inc. | 12583956 | Aggregate Resource Assessment 6
 

 

Figures 
  



COUNTY RD 4

B RADF I EL D RD

DOURO 9TH LINE

DOURO 8TH LINE

Figure 1

0 70 140 210 280

Metres

P roject No.
Revis ion No.

Date Jan 31, 2025

Map P rojection: Transverse Mercator
Horizontal Datum:  North American 1983
Grid : NAD 1983 UTM Zone 17N

o
Attrib ution: P rod uced  b y GHD Lim ited under Licence with the Ontario Minis try of Natural Res ources and  Forestry©

King’s  P rinter for Ontario, 2024.; Im age Source: © City of P eterb orough, 2022.
Q:\GIS\P ROJECTS\12583000s\12583956\Layouts\202501_AggregateAs s es s m ent\12583956_202501_AGG001_GIS001 - Site Location P lan.m xd
P rint d ate: 31 Jan 2025 - 13:32

Site Location Plan

12583956Leahy Excavations Inc.

Aggregate As ses s m ent

County Road 4, Douro, ON
P t Lot 3, Con 9, Douro Towns hip
Towns hip of Douro-Dum mer
County of P eterb orough

Che mo ng
Lak e

Moore Lake

Upp er
Che mo ng

Lak e

Clea r La ke

Quarr y Lake

Katchewanooka
Lake

Ka wa rt ha
Lak es

Rice Lake

Little
Lake

Long Lake

Bu ckh or n
Lak e

W
es

tO
us

e R

iverInd

i a n
Ri

ve
r

Ke
nt CreekOto

n abee River

Ja
ck

son
Cr

ee
k

KEENE RD

HERITAGE LINE

CHEMONGRD

8TH LIN
E

OLDNORW
OODRD

SEL
WY
NR
D

BENSFORT RD

COUN

TY

RD4

COUNT
YRD8

COUNTY
RD6

WA
LLA
CE
PO
INT
RD

COUNT
YRD2

TARA RD

CENTRE LINE

COUNTY RD 38

HWY 7 & 115

H WY 7

HWY 7

HWY 28

1 cm = 100 meters

Me
a d

e C
re

ek

TOWNSHIP OF
DOURO-DUMMER

CITY OF
PETERBOROUGH

TOWNSHIP OF
OTONABEE-SOUTH

MONAGHAN

TOWNSHIP OF
SELWYN

TOWNSHIP OF
CAVAN MONAGHAN

Site Location



 

GHD | Leahy Excavations Inc. | 12583956 | Aggregate Resource Assessment 11
 

 

Appendices 
  



 

GHD | Leahy Excavations Inc. | 12583956 | Aggregate Resource Assessment 12
 

 

Appendix A  
Investigative Locations and Borehole 
Records from 2023 Hydrogeological 
Assessment 
  
  



 

GHD | Leahy Excavations Inc. | 12583956 | Aggregate Resource Assessment 13
This document is in draft form. The contents, including any opinions, conclusions or recommendations contained in, or which may be implied from, this draft document 
must not be relied upon. GHD reserves the right, at any time, without notice, to modify or retract any part or all of the draft document. To the maximum extent permitted by 
law, GHD disclaims any responsibility or liability arising from or in connection with this draft document. 

 

Appendix B  
Test Pit Records 
  
  



 

GHD | Leahy Excavations Inc. | 12583956 | Aggregate Resource Assessment 14
This document is in draft form. The contents, including any opinions, conclusions or recommendations contained in, or which may be implied from, this draft document 
must not be relied upon. GHD reserves the right, at any time, without notice, to modify or retract any part or all of the draft document. To the maximum extent permitted by 
law, GHD disclaims any responsibility or liability arising from or in connection with this draft document. 

 

Appendix C  
Geotechnical Laboratory Test Results 
  
  



 

GHD | Leahy Excavations Inc. | 12583956 | Aggregate Resource Assessment 16
This document is in draft form. The contents, including any opinions, conclusions or recommendations contained in, or which may be implied from, this draft document 
must not be relied upon. GHD reserves the right, at any time, without notice, to modify or retract any part or all of the draft document. To the maximum extent permitted by 
law, GHD disclaims any responsibility or liability arising from or in connection with this draft document. 

 

 
 

 

 

 

ghd.com    The Power of Commitment
 


